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PaperPort SE 14 is Nuance’s most popular scanning 

and document management solution, carefully 

designed speci�cally for home o�ce use. Part 

traditional �le cabinet, part digital-document 

desktop, PaperPort SE 14 is the fastest and easiest 

way to scan, share, search, and organize your 

documents. Additionally, PaperPort SE 14 now 

delivers anytime-anywhere access to your most 

important �les however it’s convenient for you – 

using a PC, Mac, iPhone, iPad, or Android device.

The PaperPort SE14 main screen
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The Button Manager V2 main screen

Avision Inc. | No. 20, Creation Rd. I, Hsinchu Science Park  300093, Taiwan, ROC  | Tel: 886-3-5782388   | Fax: 886-3-5777017 | sales@avision.com.tw
Avision Europe GmbH | Siemensring 91 | 47877 Willich, Germany | Tel: +49-2154-88850-0 | Fax: +49-2154-88850-29 | w.kuo@avision-europe.com

262-0345-0    20210111

Button Manager V2 makes it easy for you to scan 
and send your image to your favorite destinations 
with a press one button. Now the new version 
comes with an innovative feature to let you scan 
and automatically upload the scanned document to 
popular cloud repositories such as Google Docs, 
Microsoft SharePoint or FTP. In addition, the iScan 
feature allows you to insert the scanned image or 
recognized text after optional OCR (Optical 
Character Recognition) process to your text editor 
such as Microsoft Word to get your job done easily 
and quickly.

Document Imaging is the very �rst step of 
Document Management. However, poor quality 
images can cause serious problems to later indexing 
or storing processes. It may increase scanning labor 
costs and lower the OCR accuracy. AVScan X ensures 
all documents are checked and polished at the time 
they are scanned such that the image quality is 
guaranteed before they are ready to use for other 
purposes.
AVScan X is an intelligent scanning and electronic 
�ling solution. AVScan X possesses distinct features 
that convert and index scanned information into 
electronic documents for easy storage and fast 
retrieval.

www.avision.com

                          

Paper Feeding:
Scanning Technology:
Light Source:
Card Thickness:
Long Page Mode:
Document size (ADF):

ADF Scanning Speed:

Paper Thickness:

Optical Resolution:
Output Resolution:
Output Formats:
File Formats:

Bundled Software:

Interface/Drivers:
Power Supply:

Power Consumption:

Environmental Factors:

Acoustic Noise:
Dimensions 
( W x D x H ):
Weight:
Recommended Daily
Scanning Volume:
Multi-feed Detection:

ADF 500-page capacity 
CIS
LED 
Up to 1.25 mm (Straight Path)
6000 mm (236 in.)
Min. (Single-pages): 50 x 65 mm ( 2 x 2.5 in. )
Min. (Muilt-pages): 50 x 85 mm ( 2 x 3.3 in. )
Max. 308 x 432 mm (A3) (12.15 x 17 in.)
120 PPM/ 240 IPM (color, A4, 200 dpi, Landscape)
120 PPM/ 240 IPM (color, A4, 300 dpi, Landscape)
U-Turn Path:   27~105 g/m² (7~28 lb.), 20 g/m² (single-page) 
Straight Path: 27~413 g/m² (7~110 lb.), 20 g/m² (single-page) 
600 dpi
75, 100, 150, 200, 300, 400, 600 and 1200 dpi
B/W, greyscale, 24-bit color
BMP, PNG, GIF, JPEG, PDF, Searchable PDF
Multi-Page TIFF, TIFF, RTF, TXT, XPS, 
DOC, XLS, PPT, DOCX, XLSX, PPTX, HTML.
Avision Button Manager V2, Avision AVScan X
Nuance PaperPort SE 14
USB3.2 Gen 1x1/ TWAIN , ISIS, RJ-45 Ethernet 10/100/1000 Mb
Input: AC 100-240V, 2A, 50-60Hz; 
Output: DC 24V, 6.25A
Operation: 92W       Sleep: 0.28 W
Ready:         17W           O�: 0.28W
Operating temperature: 10℃to 35℃ (50℉ to 95℉)
Operating ralative humidity: 10% to 85%
Ready:  <25 dB     Operating: <55 dB
Max.: 460 x 784 x 362 mm ( 18.1 x 30.8 x 14.2 in.)
Min.: 460 x 446 x 362 mm ( 18.1 x 17.5 x 14.2 in.) 
25 kg ( 55 lb.)
Up to 60,000 sheets

Ultrasonic Sensor

   

System RequirementsAvision AD8120UN Product Speci�cations
CPU: Intel® Core i3 (2.1GHz) or Higher
Memory: 2GB (32ibit Windows)
                   4GB (64bit Windows)
DVD-ROM: DVD ROM Drive
USB: USB3.2 Gen 1x1
Windows® Operating System:
Windows® XP SP3, Vista, 7, 8.x ,10 (32 & 64 bit)

Contents:
Scanner
Power Cord
Quick Guide
USB3.2 Gen 1x1 Cable
CD-ROM includes:
  -Scanner Driver
   (TWAIN/ ISIS/ WIA Driver)
  -Avision Manager V2
  -Avision AVScan X
  -Nuance PaperPort SE 14
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l e
rr

or
s.

 T
he

 a
bo

ve
 c

on
fig

ur
at

io
n 

is
 fo

r r
ef

er
en

ce
 o

nl
y.

 T
he

 
ac

tu
al

 c
on

fig
ur

at
io

n 
(s

of
tw

ar
e,

 h
ar

dw
ar

e)
 s

ho
ul

d 
be

 c
om

pl
ie

d 
w

ith
 th

e 
sp

ec
ifi

ca
tio

n 
de

sc
rib

ed
 in

 th
e 

pu
rc

ha
se

 a
gr

ee
m

en
t. 

 
Av

is
io

n 
In

c.
 o

w
ns

 th
e 

in
te

lle
ct

ua
l p

ro
pe

rty
 ri

gh
ts

 o
f t

he
 p

ro
du

ct
 o

ut
lo

ok
 a

nd
 d

es
ig

n 
an

d 
th

e 
pr

od
uc

t o
ut

lo
ok

 a
nd

 d
es

ig
n 

ar
e 

su
bj

ec
t t

o 
ch

an
ge

. A
vi

si
on

 re
se

rv
es

 th
e 

rig
ht

 to
 th

e 
in

te
rp

re
ta

tio
n 

of
 th

e 
pr

od
uc

t 
de

sc
rip

tio
n.

  A
vi

si
on

, I
nc

. A
ll 

rig
ht

s 
re

se
rv

ed
. O

th
er

 c
om

pa
ny

 a
nd

 p
ro

du
ct

 n
am

es
 m

en
tio

ne
d 

in
 th

is
 d

oc
um

en
t a

re
 tr

ad
em

ar
ks

 o
f t

he
ir 

re
sp

ec
tiv

e 
co

m
pa

ni
es

. W
he

re
in

 th
e 

th
ird

 p
ar

ty
 p

ro
du

ct
 is

 fo
r 

re
fe

re
nc

e 
on

ly
 a

nd
 A

vi
si

on
 d

oe
s 

no
t w

ar
ra

nt
 th

es
e 

pr
od

uc
ts

 n
or

 is
 re

sp
on

si
bl

e 
fo

r t
he

 e
ffi

ci
en

cy
 o

r u
se

 o
f t

he
se

 p
ro

du
ct

s.
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